
H-K11             526602 nd =1.52638 υd =60.16 nF - nC   =0.008750 

ne =1.52847 υe =59.90 nF′- nc＇=0.008823 
 

Refractive Indices 

 

Relative Partial Dispersions Internal Transmittance 
 λ〔nm〕  Pd,c 0.3051 P＇d,c＇ 0.2540 λ（nm） τ5 mm τ10 mm

nt 1014.0  Pe,d 0.2389 P＇e,d 0.2369 2400 0.85 0.73 
nr 706.5 1.52219 Pg,F 0.5429 P＇g,F＇ 0.4817 2200 0.90 0.81 
nc 656.3 1.52371  2000  0.949 0.900 
nc＇ 643.8 1.52414 Chemical Properties 1800 0.978 0.956 

nHe-Ne 632.8 1.52454  Grade 1600 0.996 0.992 
nD 589.3 1.52630 RC(S) 3 1400 0.999 0.998 
nd 587.6 1.52638 RA(S) 1 1200 0.999 0.998 
ne 546.1 1.52847 DW 2 1060 0.999 0.998 
nF 486.1 1.53246 DA 1 1000 0.999 0.998 
nF＇ 480.0 1.53296  950 0.999 0.998 
ng 435.8 1.53721 Thermal  Properties 900 0.999 0.998 
nh 404.7 1.54115 Tg  (℃) 515 850 0.999 0.998 
ni 365.0 1.54789 Ts  (℃) 580 800 0.998 0.997 
   T10

14.5  (℃) 455 700 0.998 0.996 
 T10

13  (℃) 499 650 0.997 0.994 
Constants of Dispersion 

Formula 
T10

7.6(℃)  600 0.997 0.994 
α20/120℃(10-7/K) 96 550 0.997 0.994 

A0 2.2978431 α100/300℃(10-7/K) 110 500 0.996 0.993 
A1 -9.1660266×10-3 λ(W/m·K)  480 0.996 0.992 
A2 1.1183452×10-2  460 0.995 0.991 
A3 4.0719896×10-4 Mechanical Properties 440 0.995 0.991 
A4 -3.2954922×10-5 HK  (107Pa) 510 420 0.995 0.991 
A5 2.0295224×10-6 FA 90 400 0.995 0.991 

  E  (107Pa) 6807 390 0.994 0.989 
Deviation of Relative Partial 

Dispersions ΔP from 
the“Normal Line” 

G  (107Pa) 2761 380 0.992 0.984 
μ 0.233 370 0.992 0.984 
B  (10-12/Pa)  360 0.989 0.978 

ΔPF,e -0.0009  350 0.982 0.964 
ΔPg,F -0.0003 340 0.964 0.929 Other Properties 
  ρ (g/cm3) 2.69 330 0.923 0.852 
 320 0.83 0.69 

Temperature Coefficients of Refractive Index 310 0.65 0.42 
Rang of 

Temperature 
dn/dt relative(10-6/℃) 300 0.37 0.14 

t C′ d e F′ g 290 0.13 0.02 
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